
G1 FPV视频眼镜

A：一键搜频，长按3秒自动搜索频点
      短按切换视频信号（外接接收机/内置接收机信号）
B：无任何功能
C：SMA-KY天线接口（天线端为内针天线）
D：开机/关机，长按3秒可以开机或关机
E：菜单键，短按进入菜单
F：滚轮键
      短按1秒进行手动调频点，滚动选择频点或频组，短按确定        
      进入菜单后，滑动滚轮选择菜单选项，按下滚轮进入下一级
      OSD Hide，OSD Pos，OSD Tran子菜单选择后需要按菜单键确认
G：USB充电和供电
H：充电指示灯，红灯常亮，正在充电，绿灯常亮，完成充电
I：AVIN

注：在使用遮光棉时，请按下图将EVA棉贴好

遮光棉

频点表

显示界面

A

B

C

D
E

F

G

H I

频点 信号强度 电量频组

Brightness
Contrast
Saturation
Hue
OSD Hide
OSD Pos
OSD Tran
Load Def

(亮度)
(对比度)
(饱和度)
(色调)
(OSD隐蔵)
(OSD位置)
(OSD变换)
(恢复默认设置)

50
50
50
50
20S
250
8
NO

RF BAND:F CH:1 5740MHZ 40%

屏幕

分辨率

光学

接收机

UI系统

供电方式

产品尺寸

重量

4.3寸

480*272

无畸变光学透镜

5.8G-98dBm高灵敏度单接收

纯文字用户界面，英语界面

USB-C 5V/单节18650电池

165*98*121mm

310g

A

5865

5845

5825

5805

5785

5765

5745

5725

B

5733

5752

5771

5790

5809

5828

5847

5866

E

5705

5685

5665

5645

5885

5905

5925

5945

F

5740

5760

5780

5800

5820

5840

5860

5880

R

5658

5695

5732

5769

5806

5843

5880

5917

L

5362

5399

5436

5473

5510

5547

5584

5621

尺寸：180*140mm
正面中文，背面英文印刷

红色线为对拆线

140m
m

G1 FPV GOGGLES

A：One-key frequency search,long press for 3 seconds to search 
frequency points automatically,Short press to switch to video signal 
(external receiver/built-in receiver signal) 
B：No function
C：SMA-KY Antenna interface (the antenna end is inner pin antenna)
D：Power on/off, long press for 3 seconds to power on or off
E：Menu key, short press to enter the menu
F：Scroll wheel
  Short press for 1 second to manually adjust the frequency point, scroll 
to select frequency points or frequency groups, short press to confirm
  After entering the menu, slide the wheel to select the menu option, 
press the wheel to enter the next level
  After selecting OSD Hide, OSD Pos, OSD Tran submenu, 
press the menu button to confirm
G：USB charging and power supply
H：Charging indicator, when red light is always on, charging is in progress; 
  when green light is always on, charging is complete
I：AVIN

Note: When using shading cotton, please stick the EVA cotton as shown below

Shading cotton

Frenquency Points Table

Display interface

A

B

C

D
E

F

G

H I

Frenquency point Signal strength BatteryFrenquency

Brightness
Contrast
Saturation
Hue
OSD Hide
OSD Pos
OSD Tran
Load Def

50
50
50
50
20S
250
8
NO

RF BAND:F CH:1 5740MHZ 40%

Screen

Resolution

Optics

Receiver

UI System

Input Power

Dimension

Weight

4.3 inch

480*272

Distortionless optical lens

5.8G-98dBm high sensitivity single receiver

Plain text user interface,English interface

USB-C 5V/single18650 battery

165*98*121mm

310g

A

5865

5845

5825

5805

5785

5765

5745

5725

B

5733

5752

5771

5790

5809

5828

5847

5866

E

5705

5685

5665

5645

5885

5905

5925

5945

F

5740

5760

5780

5800

5820

5840

5860

5880

R

5658

5695

5732

5769

5806

5843

5880

5917

L

5362

5399

5436

5473

5510

5547

5584

5621

140m
m

180mm


